


Important Warnings - Impacts \

é 1. Eye protection and hearing protection and safety gloves must always be worn when operating an impact wrench or impact
driver.

2. When using heavy impact sockets or sockets on impact wrenches with 3/4” drive anvils or larger, a socket retaining ring
and pin should be used to prevent the socket falling off and causing injury.

3. Use only impact sockets and accessories. Only use sockets designated “FOR USE WITH IMPACT WRENCHES”, hand tool
sockets can break, creating a hazard from flying pieces. Always check sockets, retainers and drives regularly for wear or
damage and replace when necessary.

Accessory Hazards

4. Disconnect the assembly power tool for threaded fasteners from the energy supply before changing the inserted tool or
accessory.

5. Do not touch sockets or accessories during impacting as this increases the risk of cuts, burns or vibration injuries.

6. Use only sizes and types of accessories and consumables that are recommended by the assembly power tool for threaded
fasteners manufacturer; do not use other types or sizes of accessories and consumables.

WARNING: This product contains lead, a chemical known to WARNING: This product contains chemicals knowh to

the State of California to cause cancer and birth defects or the State of California to cause cancer and birth defects or

other reproductive harm. Wash hands after handling other reproductive harm. Wash hands after handling.
SPECIFICATIONS

Model No Free Speed Casglctit Impacts Per | MaxTorque | Weight Air Cons. Re;.i:I:se Air Inlet
“ | (RPM) (':n) y Minute (ft-Ib) (Ibs.) (CFM) oy (in.)

Air Supply

Tools of this class operate on a wide range of air pressure. It is recommended that air pressure of these tools measures 90 PS at the tool while running free. Higher
pressure and unclean air will shorten the tool’s life because of faster wear and may create a hazardous condition and void the warranty. Water in the air line will
cause damage to the tool. Drain the air tank daily. Clean the air inlet filter screen on at least a weekly schedule. The recommended hookup procedure can be viewed
inthe illustration below. The air inlet, used for connecting air supply, has standard 1/2” NPT American Thread. Line pressure should be increased to compensate for
unusually long air hoses (over 25 feet). Minimum hose diameter should be 1/2”1.D. and fittings should have the same inside dimension.

OIL DAILY HERE RECOMMENDED HOSE SHUT OFF VALVE AIR SUPPLY

: N
g oz ) o

WHIP HOSE LUBRICATOR REGULATOR  FILTER DRAIN DAILY

Operating Instructions

This impact wrench should never be used to set torque. Use a torque wrench to set the torque.

To remove nuts, set the regulator to the maximum setting. To install nuts, set the requlator to the minimum to medium setting. Do not over tighten the nuts.
Warning: Never trigger the tool when not applied to a work object. Attachments such as torque socket bars or extensions will reduce the life of the tool, however, if
used, they must be securely attached. Loose attachments can cause serious injury.



AIRTAT

PNEUMATIC TOOLS*®

MODEL: 1600-TH-A
3/4" IMPACT WRENCH

Exploded View & Parts List

Ref | Part Number Description Qty Ref | Part Number Description Qty.
# #
1 278J-002B Hammer Case 1 21 | 278J-021 Reverse Valve 1
2 00-4603 Grease Fitting 1 22 | 00-4179 0-Ring 1
3 00-4306 Inserts Recoil 4 23 | 278F-030 Rear Gasket 1
4 278F-010 Anvil Bushing 1 24 | 278F-031 Washer 1
5 278F-020 Front Gasket 1 25 | 278F-019 Air Channel Gasket 1
6 280-028 Anvil Collar 1 26 | 278J-001AI1600A-B Motor Housing 1
7 00-4175 0-Ring 1 27 | 278J-022 Regulator Knob 1
8 278J-011A6 Anvil 1 28 | 00-6202 Cap Screw 1
9 285C-016 Hammer Pin 2 29 | 278F-028 Screw 4
10 | 278J-017B Hammer 2 30 | 278H-024 Trigger 1
11 278D-012 Hammer Cage 1 31 | 00-4101 0-Ring 1
12 | 278-019-B Rear Washer 1 32 | 00-3351 Spring Pin 1
13 | 00-2373 Ball Bearing 1 33 | 00-3308 Spring Pin 1
14 | 278J-005B Front End Plate 1 34 | 306-027-B Bushing 1
15 | 278J-007 Rotor 1 35 | 306-026 Valve Stem 1
16 | 278J-008D Rotor Blade 6 36 | 278H-026 Spring 1
17 | 278J-006B Cylinder 1 37 | 278H-021 Exhaust Deflector 1
278F-033 Valve Sleeve Gasket 1 38 |00-4126 0-Ring 1
278F-029 Valve Sleeve 1 39 | 00-4143 0-Ring 2
00-2304 Ball Bearing 1 40 | 305F-032 Washer 1
00-3355 Spring Pin 1 41 | 278F-025C Air Inlet (3/8” NPT-18) 1
278F-041 Square Ring 1 41 | 278F-025C-1 Air Inlet (3/8” BSP) 1
18 | 00-3111 Snap Ring 1 42 | 278H-019 Exhaust Tube 1
19 | 305F-034 Spring 1 43 | 278H-028 Non Woven 1
20 | 00-3805 Steel Ball 1 44 | 00-3435 Pin 1
Tune Up Kits
1600-TH-APK

Includes Nos.5, 6, 7, 16(6), 22, 23, 34, 38



Maintenance

Other factors outside the tool may cause loss of power or erratic action. Reduced compressor output, excessive drain on the air line, moisture or restriction in
air pipes or the use of hose connections of improper size or poor condition may reduce air supply. Grit or gum deposits in the tool may cut power and may be
corrected by cleaning the air strainer and flushing out the tool with gum solvent oil or an equal mixture of SAE#10 oil and kerosene. If outside conditions are
in order and tool is out-of-warranty, disconnect tool from hose, disassemble tool, replace worm or damaged parts, clean, reassemble, and re-lubricate, or take
tool to any air tool service center. For tools in warranty period, send tool direct to Warranty Center.

Lubrication
Ensure the air line is shut-off and drained of air before removing this tool for service or changing sockets. This will prevent the tool from operating if the
throttle is accidentally engaged.

An in-line filter-requlator-lubricator is recommended as it increases tool life and keeps the tool in sustained operation.

Regularly check and fill the in-line lubricator with air tool oil. Avoid using excessive amounts of oil.

Adjust the in-line lubricator by placing a sheet of paper next to the tool’s exhaust ports and holding the throttle open approximately 30 seconds. The lubricator
is properly set when a light stain of il collects on the paper.

If it is necessary to store the tool for an extended period of time (overnight, weekend, etc.), generously lubricate the tool through the air inlet. Run the tool for
approximately 30 seconds to ensure the oil is evenly distributed throughout the tool. Store the tool in a clean and dry environment.

Recommended lubricants: Air tool oil or any other high grade turbine oil containing moisture absorbent, rust inhibitors, metal wetting agents, and an EP
(extreme pressure) additive

AIRCAT WARRANTY

AIRCAT and NITROCAT air tools are warranted to be free from defects in material and workmanship for 2 years from date
of purchase. We will repair or replace; at our option any defective part or unit which proves to be defective in material or
workmanship during this 2 year period. The foregoing obligation is AIRCAT and Florida Pneumatic's sole liability under this
or any implied warranty, under no circumstances shall it be liable for any incidental or consequential damages.

This warranty applies to the tool only. The warranty does not apply to any attached accessories/consumable products;
such as drill chucks, sander backing pads, air hammer retainers and chisels or “Kit” accessories or any other accessory
included with the tool.

Any repair required due to normal wear and tear, abuse, misuse, modification of the tool or repair attempts (by other than
an AIRCAT or Florida Pneumatic Authorized Service Center) are not covered by this warranty.

Return your tool to an AIRCAT or Florida Pneumatic Authorized Service Center freight prepaid. Be sure to include your
name, address, copy of purchase with date and description of the suspected defect.

AIRCAT whose policy is continued product improvement reserves the right to make changes in design or construction at
any time without incurring any obligation on tools previously sold.

Tune-Up and Head Kits for all AIRCAT PNEUMATIC impact wrenches and ratchets are
available. For Authorized Service Centers, please visit www.aircat.com/locate-distributor

AIRCAT USA

a Division of Florida Pneumatic Manufacturing Corporation
1660 Silver Beach Rd Suite 100 | Lake Park, FL 33403
Toll Free (888) 424-7228 | Fax (561) 575-9134
www.aircat.com sales@aircat.com




