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SKU# 5140177 - 220V

Includes FREE Wheel Weights 
and Lug-Centric Flange Plate

3D SONAR
DATA ENTRY
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Sonar 3D Wheel BalancerLS45DS
Sonar & Laser Technology - No Guesswork, Just Precision
The Ranger LS45DS Sonar Wheel Balancer is the latest innovation in wheel balancing technology, 
designed to revolutionize the way automotive shops approach balancing jobs. From its advanced 
sonar capabilities to its precise laser-spot technology, the LS45DS brings a level of speed, 
accuracy, and user-friendliness that makes it indispensable for high-volume and specialty 
shops alike. Handling wheels 12″ to 24″ in diameter, this isn’t just another wheel balancer—it’s 
a complete system engineered to maximize productivity, minimize mistakes, and enhance 
customer satisfaction.

Automatic Wheel Data Entry
Ranger’s revolutionary 3D Auto Data Entry technology means 
techs won’t have to deal with manual wheel measurements! In 
just seconds, this advanced balancer automatically detects wheel 
diameter, width, and offset using a built-in sonar system. Get 
pinpoint accuracy without the hassle. Just mount the wheel, select 
your mode, close the hood, and let the machine do the rest. Quick, 
easy, and precise—perfect for busy techs who demand efficiency 
without sacrificing performance.

Versatility to Suit the Job
The LS45DS is equipped with Dynamic, Static, HID (Hidden), and 
Aluminum Alloy (ALU) Balancing Modes, giving technicians the 
power to select the best option for the task at hand.

•	 Dynamic Balancing: This advanced method analyzes each 
plane of the wheel separately to achieve a more refined balance. 
Dynamic balancing is ideal for steel wheels and modern setups, 
where you can’t afford inaccurate readings. By balancing both 
planes independently, the LS45DS ensures a superior result, 
providing a smooth ride and longer-lasting balance for the 
customer.

•	 Static Balancing: Sometimes, traditional methods are required—
often when dealing with motorcycle wheels or older models 
where adhesive weights can only be applied to the center plane. 
The LS45DS has static balancing covered, offering reliability for 
these specific applications. This older method may not offer 
the precision of dynamic balancing, but it’s still preferred when 
working with vintage wheels, especially those with limited 
placement options.

Auto Wheel Data Entry

LED Display

Sonar Sensor



1-800-253-2363 • www.BendPak.com

Hardened-Steel 40mm Shaft

Storage Shelf & Collet Hangers

Wheel Weight Trays

•	 ALU Balancing: For aluminum alloy wheels, weight placement 
requires a different approach. The LS45DS features dedicated 
ALU modes, designed to make weight application effortless. 
These modes typically use adhesive weights, which are less 
visible and more aesthetically pleasing on high-end wheels. 
Whether working with standard aluminum rims or intricate 
custom designs, the LS45DS ensures every wheel is balanced 
perfectly, without compromising on appearance.

•	 HID (Hidden) Balancing: This feature is designed specifically for 
wheels where aesthetic appeal is a priority – especially for high-
end or custom vehicles, where visible weights can disrupt the 
clean, polished look of a wheel. HID balancing allows technicians 
to balance the wheel in such a way that the outer weights are 
hidden behind the spokes.

Perfecting the Balance
Even the best wheel balancers can encounter wheels with significant 
imbalances. When a wheel shows an imbalance of 30 grams (1 
ounce) or more, the LS45DS’s Optimize Function comes into play. 
This optional feature allows technicians to reduce the imbalance 
before proceeding with a full balance. The result? A smoother, 
faster balancing process that improves accuracy while reducing the 
number of weights required to get the job done.
For shops that handle a high volume of work, this feature is a time-
saver. Not only does it streamline operations by reducing the need 
for repeated balance attempts, but it also contributes to a cleaner 
final result.

Automatic Electromagnetic Braking System
The LS45DS features a dual-plane automatic electromagnetic 
braking system that further simplifies the balancing process. 
Technicians no longer need to rely on foot-activated brakes or 
pedals. The system automatically slows, stops, and holds the wheel 
in place, allowing for easy and secure weight placement on both the 
inner and outer faces of the wheel. This hands-free approach not 
only enhances safety but also improves workflow efficiency.

Quick and Precise Setup
In the fast-paced environment of an automotive shop, time is money. 
That’s why the LS45DS has been designed for quick and precise 
setup. The machine’s self-centering, non-marring Quick-Nut and 
bell adapter ensure that wheels are centered properly every time, 
minimizing the chance of experiencing setup errors. This feature not 
only saves time but also reduces the risk of costly mistakes, such as 
improper balancing or wheel damage, which can lead to comebacks.

Ergonomic Control Board
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ENHANCED FEATURES
• Dynamic, static, aluminum, HID (hidden) balancing
• Automatic braking
• Low-RPM balancing speed
• Rapid 7-second cycle time
• Multi-user save function holds presets to increase productivity 
• Ergonomic control board and easy to read LED display 
• Gram/ounce selection and millimeter/inch selection 
• Automatic round-off with top-dead-center weight position indicator
• Manual or automatic start when hood is lowered
• Self-calibration function
• Precision-machined, hardened-steel 40 mm shaft
• Automatic rolling wheel parameter setting feature saves time, minimizes errors
• Tiered weight placement indicators help identify out-of-sight position weight placements (such 		
   as split-weight or hidden “behind-the-spoke” techniques
• High-volume top weight tray and side shelf storage gives you room to inventory a wide variety 		
   of wheel weights and tools
• Newly designed side shelf features an open-top design that accommodates Ranger Quick-		
    Peel™ adhesive tape weight convenient bulk rolls
• Quick-release hub nut for dramatically reduced set-up times
• Side-position brake hold wheels at precisely 12-o’clock for proper weight placement 
• Side cone storage pegs keep accessories readily available 
• “Open-side” hood design allows for a broader coverage of tire shapes and sizes 

Manual or Automatic
Start when Hood

is Lowered

Sonar Sensor

40 mm Shaft

Inner Arm

Laser

Quick-Release Hub

Easy-to-Read
LED Display

Ergonomic
Control Board

Storage Shelf

Collet Hangers

Anchor Mounts

Weight Trays

3D SONAR
DATA ENTRY

INCLUDES
Flange Plate Kit
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Model LS45DS Wheel Balancer 
Drive Motor 220 VAC, 7A, 50/60 HZ, 1 PH, 0.55kW
Working Temp. 27°F to 82°F (-5°C to 50°C)
Max. Tire Diameter 43″ (1,092 mm)

Max. Tire Weight 145 lbs. (65 kg)
Max. Wheel Diameter 12″ - 24″ (305 mm - 610 mm)
Wheel Width Capacity 4″ - 24″ (102 mm - 610 mm)
Balancing Increments .01 ounce (0.25 grams)

Height, Guard Up 75″ (1,910 mm)
Height, Guard Down 53″ (1,346 mm)
Width 54″ (1,371 mm)
Depth, Cover Up 39″ (990 mm)
Depth, Cover Down 40″ (1,016 mm)
Shipping Weight 398 lbs. (181 kg)

SPECIFICATIONS Specs rounded to nearest 0.25″

*IMPORTANT NOTE! To balance a 43″ (1100mm) Tire, the Outer Arm and Outer 
Arm Mount Bar must be removed. All data for this tire must be entered manually.
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STANDARD ACCESSORIES

OPTIONAL ACCESORIES

Collets Now Included with 
Ranger Wheel Balancers

More Accurate Balancing

Collets provide more precise centering by engaging with the wheel’s hub bore, ensuring the wheel is centered on the 
balancer more accurately. This reduces the chance of imbalances caused by improper positioning.
 
Traditional aggressively angled cones could cover a broad range of hub (hole) sizes, often spanning from 2” to 5” with 
just three cones. However, this wide coverage comes with a drawback—the steep angles make it challenging to center 
the wheel accurately on the balancer shaft, leading to potential balancing errors. Modern collets, with their more 
gradual and flatter angles, generally offer less adaptability per piece. To cover the same range of hole sizes as the old 
cones, it could require 10 collets due to their more refined fit. This is why collets are often designed as double-sided; 
with just 5 double-sided collets, you can cover 10 variations of hole sizes, often spanning from 2” to 5”. 
 
Collets also apply pressure more evenly across the hub surface, helping prevent wheel damage and ensuring a 
more secure mount. This uniform clamping improves balance accuracy and simplifies mounting by reducing manual 
adjustments and the risk of human error.

2" - 2.75" Collet 3" - 3.8" Collet

3.7" - 4.4" Collet 4.5" - 5" Collet

2.5" - 3.25" Collet

Adhesive Steel Wheel 
Weight COMBO Set
SKU 5150230

SILVER Adhesive Steel 
Wheel Weights
SKU 5150220

BLACK Adhesive Steel 
Wheel Weights
SKU 5150225

Wheel Weight
Dispenser Stand
Stand Only - SKU 5328502
Stand Kit - SKU 5150028

EVERYTHING
INCLUDED


